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DevSuite Software - Internal Release for 6.0.33
(Version 6.0.33.55694 - build date 10/08/2020) 

Special Notices

· Release 6.0.32 is skip due to build problem 

· HardwareUpdate.exe is missing in release 6.0.31 and is resolved in this release.

· All executable files and libraries are 64-bit and located in the “bin” or “lib” folders. 
All 32-bit files have been removed. 
Known Issues

· None.
Changes for Release 6.0.33
· New Sensor Support
· None. 
· New Features

· None.
· General Changes
· Fix possible corruption of minFrameLengthLines/maxFrameLengthLines. For MT9M114 (SOC1040) don't overwrite FLL if it's less than minFrameLengthLines.
· For SOC5140 Auto Focus, fix possible issue with external register name - 'RESERVED_STAT_*" had the offsets switched for STAT_SM_ZONE_WEIGHTS_LO.
· Set ANA_SREG_LFM_PATTERN_FLIP when setting the image orientation in super exposure mode.

· Add support for LZW compression in TIFF files.
· Documentation;

· Update the Quick Start Guide; Rev. 60 - punctuation fix. 
· Plug-ins;
· Color Chart Overlay; 
· for 'Custom RGB Target' file, minor fixes of
·  use full file name for display (adds '.csv'), and 
· enable that radio button so it can be switched back-and-forth from sRGB Target.
· Samples;

· SimpleQt Sample; Fix threading issues; ap_GrabFrame(h, NULL, 0) is not thread safe so allocate buffers in thread constructors, copy image data in the display thread. Also added a _VS15.vcxproj.filters file
· Tools;
· HardwareUpdate_qt; removed remaining Win32 references. 
· FlashTool;
· Samples;.    .
· AP0102AT-REV2, AP0200AT-REV2, AP0201AT-REV2 and AP0202AT, with AR0147-REV3 sample files; Update with the M99_06 patch set.
· Don't trim trailing 0xFFs. Customer has a vendor commands with 0xFFs, and they were incorrectly removed.   

· For Memory Map generation, account for COMMAND_SEQ_TOC records having 2-levels of indirection by silently linking through them so 'binary' variable points to the true file end.  

· Register Wizard;
· None for this release.
· SensorTune;
· None for this release.
Installation Instructions

Refer to the “DevSuite Quick-Start Guide” for installation and usage instructions. It can be found via the Startup shortcut “All Programs / Aptina Imaging”.
To Create Bug Reports and Feature Requests: 

Click the bug report button [image: image1.png]


 on DevWareX.
Use this link for instructions on how to gather “Crash” information.
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